
ANAEROBIC ADHESIVES FOR FLANGE SEALANTS
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ergo. ®  4252 
Flange sealant 
low strength green 20 000 tx >6 >3 >4 >2 0,30  -55 to 

+150 24 1/2 

ergo .®  4253 
Flange sealant universal 
medium strength orange 34 000 tx >8 >5 >5 - 0,50  -55 to 

+150 24 1/2

ergo. ®  4254  Flange sealant flexibel 
medium strength red 250 000 tx >18 >10 >18 >14 0,50  -55 to 

+150 72  -

ergo .®  4280 Flange sealant high 
strength heat resist. red 80 000 tx - - >12 >10 0,50  -55 to 

+200 12 1/2

ergo .®  4301 
Impregnating agent
medium strength green 50 >18 >30 >12 - 0,07 M 5  -55 to 

+150 6  -

Products without hazard pictograms according to (EG) Nr. 1272/2008 in paragraph 2.2

http://www.kisling.ch/wp-content/uploads/quicklinks/en/datasheets/anaerobic_adhesives/ergo_%C2%AE_4252.pdf
http://www.kisling.ch/wp-content/uploads/quicklinks/en/datasheets/anaerobic_adhesives/ergo_%C2%AE_4253.pdf
http://www.kisling.ch/wp-content/uploads/quicklinks/en/datasheets/anaerobic_adhesives/ergo_%C2%AE_4254.pdf
http://www.kisling.ch/wp-content/uploads/quicklinks/en/datasheets/anaerobic_adhesives/ergo_%C2%AE_4280.pdf
http://www.kisling.ch/wp-content/uploads/quicklinks/en/datasheets/anaerobic_adhesives/ergo_%C2%AE_4301.pdf

